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A slimmer, trimmer auto-wrapper
Until recently there’s been little middle ground in wrapping equipment. Retailers could choose a small, manual station or a room-sized
automatic machine. But now there’s another choice.
Ishida’s WM-Nano is currently the only auto-wrapper on the market compact and affordable enough for all retailers. At just 28 inches wide, 34 inches deep, and 28 inches high, it’s a unique concept—
a tabletop unit with an integrated scale base and printer, offering all
the benefits and features of a full-size automatic machine in a modest size and attainable price.
No longer is sacrificing floor space or making a huge investment necessary to gain productivity. The WM-Nano boosts output as high as
15 packages per minute (PPM), while reducing the risk of repetitive motion injuries often caused by hand-packaging and achieving
the same attractive, quality wrap every time, regardless of operator.
By cutting space requirements 50 to 70 percent over competitor
models, the WM-Nano fits almost anywhere and accommodates
a wide range of products and tray sizes. Its modular design is easy
to install or take apart. No forklifts required. Fully assembled, the
WM-Nano is lightweight and easily transported.
Controlled by the Uni-7 price-computing scale base and printer, the
WM-Nano brings the same user
interface right from
the front counter to
the back room, where
operators won’t have
to learn another type
of equipment. The
Uni-7 has a long list of
its own benefits, including a full-color customizable touchscreen, quickchange label cassettes,
Ethernet and wireless
communication, and
compatibility with thirdparty software.
Shown with optional stand

Standard Features
• 7-inch color LCD touch screen with backlight
and positive input response
• Dual-range weighing
(0-15 lb x 0.005 lb/15-30 lb x 0.01 lb)
• Front-load label cassettes
• Internal wireless communications, 802.11 b/g
• Ethernet communications
• Up to 99 pages of speed keys
• Adjustable touchscreen viewing angle
• 77 tactile keys
• 2 MB expandable to 2GB
• 30+ selectable fixed bar code formats
• Compatible with third-party communication
software, including Invatron’s PLUM and
ADC’s InterScale

Options/Accessories

• SLP-V scale management software, including
label design, data back-up and
remote diagnostics

Specifications
Packs Per Minute:

Up to 15 ppm

Wrapping Capacity: Up to 7.5 lb
Weighing Capacity: Up to 30.00 lb
Wrapping Size:

Width: 5.0 in—10.0 in
Length: 5.1 in—13.8 in
Max Height: 5.1 in
Tray Height: 1.8 in

Tray Type:

PSP, PP, NET

Film Type:

Poly or PVC

Power:

220—240 V 50/60 Hz 15 A

Label Size:

Width: 1.2 in—2.5 in (30 mm—64 mm)
Length: 0.8 in—7.9 in (20 mm—200 mm)

Film Size:

16 in—22 in (400 mm—560 mm)

Operating Temp:

41°F—86°F (5°C—30°C)

Humidity:

20%—85% R.H.

Dimensions:

27.5 W x 33.5 L x 27.5 in H
(700 W x 850 L x 700 mm H) wrapper only

Weight:

188 lb (85 kg) wrapper only

Warranty:

One-year limited
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